GROUND SLEEVE ALIGNMENT
INSTRUCTIONS

WARNING:
All ground sleeves must be properly aligned and|
secured prior to the placement of concrete.

VERIFY WITH A LEVEL!

STEP 1, Define the center point O | of the discus cirde and fix precisely vertical pin [3]
STEP 2 lnsert device for alignment [£] into the post ground sleeve (D).

Align sleeve with the vertical pin in such way that you will see the pin in the

middle of the rectangle window of the device and fix the sleeve in place.
SIEP 3. 4, ond 5. Repeat step 2 sequence for post ground sleeves(@), ) and (.
SIEP 6 Determine point 2 and fix precisely vertical pin [3] ot that ploce.
STEP 7 ond 8. m.vosn.en!_!?‘iiaﬁig;@ni@.
STEP 9, Apply concrete and ot the same time avoid movement of post ground sleeves.
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GROUND SLEEVE ALIGNMENT

INSTRUCTIONS
WARNING:
6b All ground sleeves must be properly aligned and|
K K secured prior to the placement of concrete.
_’ ) \_ VERIFY WITH A LEVEL!
D %
\J
[ SIEP 1. Define the center point of the discus circle and fix precisely vertical pin [3]
STEP 2. Inert device for alignment [4] into the post ground sleeve (D).
Nign sleeve with the vertical pin in such way that you will see the pin in the
ﬁ\ll . middle of the rectangle window of the device and fix the sleeve in place.
STEP 3. 4. and 5. Repeat step 2 sequence for post ground sleeves@), D and 3.
DETAL 1 scale 1:2
STEP 6. Determine point and fix precisely vertical pin H at that place.
STEP 7 and 8. Repeat step 2 sequence for post ground m_mﬁm@ and @ .
[rm———
[ STEP 9. Apply concrete and at the same time avoid movement of post ground sleeves.
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